
SP OR T ISC A  T- Green 
A r e v o lu t io n ar y  Gr e en .  I nsp i r e d  b y  n a t u r e .



SP OR T ISC A  T- Green 
Ein revolutionäres Green. Von der Natur inspiriert.

SPORTISCA T-GREEN is a novel green offering the golf lover an 

extraordinary authentic training base. Thanks to its exceptional properties 

with regard to ball roll and ball bounce performance, SPORTISCA 

T-GREEN not only provides excellent putting but also ideal training 

for pitching and chipping. It can be placed indoors as well as outdoors 

and makes for easy installation with no maintenance and no care.
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 P i l e  d i r e c t i o n
The sur face tex ture of the tuf ted SPORTISCA T-GREEN 
is non-directional. No mat ter f rom which angle you play, 
ball roll and ball bounce are the same. This makes for 
ef f icient and realist ic t raining.

 O p t i m a l  b a l l  b o u n c e
The f ine, level sur face tex ture renders a smooth ball 
bounce even for balls hit slowly with li t t le rest-energy, 
and thus prevents a sur face-related restr ic t ion of the 
ball bounce characteristics and the roll direction. Only 
you, your motion and the ensuing interaction bet ween 
the ball and the player are to inf luence the direction and 
the roll of the ball.

 I d e a l  b a l l  s p e e d
The speed of the ball is a central cr iter ia for the golf-
er to judge a green. The speed is measured by a stan-
dardized device, the so-called stimpmeter. The number 
of feet covered by the ball measures the speed of the 
green. SPORTISCA T-GREEN achieves a score of 12 f t , 
the equivalent reached at professional tournaments.

 B a l l  r e b o u n c e  s i m i l a r  t o  n a t u r a l  o u t  
 d o o r  p u t t i n g  g r e e n
Impor tant for pitching and chipping training is the ball 
bounce : not too high or uncontrolled. I f the sur face tex-
ture is too hard the ball bounces too high, if i t is too 
sof t , the ball bounces too low. The characteristic pile 
tex ture of SPORTISCA T-GREEN guarantees the measure 
of ball bounce drawn from nature. Impor tant to know is 
the fact that there is no need either for inf ill  material 
on top of the green nor for a special elastic layer un-
derneath the green in order to achieve the optimal ball 
bounce standard.

 N o  r e f i l l  r e q u i r e d
Thanks to the exceptional construction of SPORTISCA 
T-GREEN there is no need for ‘ref ill ’  of the green with 
sand. SPORTISCA T-GREEN will maintain ball roll per-
formance equivalent to a natural outdoor green. This not 
only enhances the comfor t of play but also facili tates 
the care and maintenance of the green in a signif icant 
way.

 W e a t h e r  r e s i s t a n t
All raw materials used for SPORTISCA T-GREEN are be-
ing selected meticulously and tested for weather resis-
tance. The result is a green which can be placed in in-
door as well as outdoor areas, maintenance-free.

 A u t h e n t i c i t y
The eye plays its par t : t raining is fun only if the syn-
thetic green looks natural. T ISCA T IARA has invested a 
considerable amount of t ime and energy in developing a 
product as close as possible to the actual outdoor put-
t ing green.

 E n v i ro n m e n t  f r i e n d l y  p ro d u c t i o n
SPORTISCA T-GREEN is manufactured according to the 
str ic t guidelines of the T-Care-Concept . Ecology is an 
impor tant subject . Caring for our environment is impor-
tant to us. With our active membership of the Gemein-
schaft umweltfreundlicher Teppichboden  – GUT – we are 
commit ted to test all products for toxic substances or 
emissions and to adhere to the required environmental 
standards. As a CO 2-reduced production facili t y with an 
in-house water-recycling system T ISCA T IARA is set ting 
an addit ional signif icant ecological mark .

 E c o l o g i c a l  a d v a n t a g e
The synthetic green is not only maintenance-free but 
also of fers ecological advantages since it does not re-
quire pesticides, herbicides and millions of gallons of 
water.

 E a s y  m a i n t e n a n c e
Unlike a natural green SPORTISCA T-GREEN does not re -
quire daily cut ting, watering and fer t ilizing. And, in com-
parison with regular sand-f illed ar t if icial greens, SPOR-
TISCA T-GREEN simplif ies the care of the green on one 
hand and the maintenance of the surrounding area of the 
green on the other hand. We recommend regular vacuum-
ing with brush bar whereby vacuuming and brushing can 
be per formed in t wo separate steps. In case of heav y 
soiling the T-Green can also be hosed down with water.

 D u r a b i l i t y
The use of exceptionally strong, UV-protected Polyamide 
in a dense and heav y tuf t ing construction guarantees ef-
f iciency and durabili t y even under intense wear and tear 
and in ex treme weather condit ions.

 C o s t  e f f i c i e n c y
The construction-related ease of maintenance ser ves as 
the basis for an ex traordinar y cost ef f iciency of SPOR-
TISCA T-GREEN. Not to ignore the fact that there will 
be no expenses for water, fer t ilizer and herbicides. Even 
under heav y use there is no repair work required and, no 
mat ter what t ime of year, the green will be open for play 
at all t imes.
 
 S w i s s  m a d e
In order to live up to the high expectations of the con-
sumer, T ISCA T IARA uses the best raw materials of 
leading manufacturers only which meet its high qualit y 
standards. A product of the highest standards in qualit y 
of material and production of fers the client a substantial 
value and guarantees a solid investment. SPORTISCA is 
being produced in Swit zerland by T ISCA T IARA, a lead-
ing Swiss manufacturer of tex tile f loor covering.

No Sand. Pure Passion.

B ene f i t s



 S U B F LO O R
A f irm subfloor is required for indoor as well as outdoor 
areas. For proper water drainage outdoor areas also re-
quire either water permeabili t y or a slight pitched gradi-
ent .

 I N STA LLATI O N  M ETH O D
Glue down (around the area’s perimeter) with moisture 
curing, one-component polyurethane in car tr idge (e.g. 
Sikabond T2 or Sikaflex 11FC or equivalent – no silicons 
or acr ylics ) . In areas with pitched gradient the lowest 
par t to be glued down intermit tently in order to allow 
proper drainage. To fur ther enhance drainage, the tuf t 
rows should be placed facing the direction of the drain-
age f low. Note : one-component polyurethane glue can 
only be removed mechanically. Depending on the amount 
of t raf f ic, indoor areas may not require glue down.

 E D G E
For bordering the T-Green we recommend SPORTISCA 
T-Tur f S6. These higher f loor pile bands ser ve as ball 
stoppers and, depending on dimension, facili tate pitch-
ing and chipping training.

 W H O LE  /  C U P
As an option, a put ting cup (T-Cup ) for inser tion in the 
tur f is available. The inser tion of the T-Cup requires a 
par tially lowered underlayment (depending on subfloor, 
e.g. with hammer drill ) .

As an alternative to the classic put ting cup T ISCA of fers 
whole-substitutes (e.g. Per fecta Put t ) for placement on 
the tur f. Advantage : no installation ; easy shif t ing.

 P R O F E S S I O N A L  I N STA LLATI O N
Custom size t raining f ields to be installed by landscap-
ing / spor ts-f ield exper ts.

 P R O D U CT  S E R V I C E

SPORTISCA of fers the following :

- SPORTISCA T-GREEN

- SPORTISCA T-TURF S6 
  ( higher f loor pile ball stopper)

- SPORTISCA-CUP 
  (whole cup for inser tion into the subfloor, 110x40mm)

- Whole-substitute : Per fecta Put t

 E x a m p l e s

I N STA LLATI O N  O N  EX I STI N G 
F I R M  S U B F LO O R
Installation of the T-Green on terraces, cour t yards etc. 
( level interlocking paving stones or solid sur faces with 
water permeabili t y or a slight pitched gradient )

I N STA LLATI O N  O N  C O N C R ETE  P ATI O  S LA B S
In order to facili tate the installation of T-Green, con-
crete patio slabs ( 50cm x 50cm x 4cm) can be set in case 
of uneven sur face or lack of water drainage. Uneven sur-
faces underneath the garden slabs can be leveled with 
sand. Patio slabs should be installed abut ting and level. 
Install T-Green glue down around the area’s perimeter. 
Water drainage occurs through the grouts bet ween the 
patio slabs.

P R O F E S S I O N A L  G R E E N
Installation by landscaping/spor ts-f ield exper ts. The 
underlying f loor may be built using per vious concrete 
or drain-bitumen, possibly with undulation. Glue down 
of the tur f in str ipes or dot ted pat tern. Supplementar y 
tack down of the tur f with por table power-nailer could 
be beneficial. Installation only in hot weather condit ions 
in order to facili tate cut ting and f it t ing.

Don‘t wait .Play!

I ns t al la t ion  guidance  T- Green


